Safety Data Sheet
according to Regulation (EC) No. 1907/2006 (REACH) I

WIRE LUBRICATION

Trade name : 2889
Revision date : 20.11.2024 Version (Revision) : 3.2.1(3.2.0)
Print date : 05.12.2024

SECTION 1: Identification of the substance/mixture and of the company/ undertaking

11 Product identifier
2889
12 Relevant identified uses of the substance or mixture and uses advised against
Relevant identified uses
Dry Lubricant
Sectors of use [SU]
Industrial uses: Uses of substances as such or in preparations at industrial sites
Products Category [PC]
Lubricants, greases, release products

Uses advised against
The uses are provided in Section 1.2. Other uses are not recommended unless an assessment is completed, prior to
commencement of that use, which demonstrates that the use will be controlled.

1.3 Details of the supplier of the safety data sheet
Supplier
Kldber Lubrication GmbH
Street : Prinzenstrasse 46 - 50
Postal code/City : 58332 Schwelm (Germany)
Telephone : +49 2336 919-100
Telefax : +49 2336 919-120
Information contact : msds@traxit.com
14 Emergency telephone number

24H/24H [DE]: (+49)2336/919-139
24H/24H [EU]: (+49)2336/919-139
24H/24H [CN]: (+86)-21-69225521
24H/24H [CN-NRCCJ: (+86)-532-83889090
24H/24H [MS]: (+6) 0128001826

24H/24H [SK]: (+421) 254 774 166
24H/24H [PT]: (+351) 800 250 250

SECTION 2: Hazards identification

2.1 Classification of the substance or mixture
Classification according to Regulation (EC) No 1272/2008 [CLP]
Skin Irrit. 2 ; H315 - Skin corrosion/irritation : Category 2 ; Causes skin irritation.
Eye Dam. 1 ; H318 - Serious eye damage/eye irritation : Category 1 ; Causes serious eye damage.
STOT SE 3; H335 - STOT-single exposure : Category 3 ; May cause respiratory irritation.
22 Label elements
Labelling according to Regulation (EC) No. 1272/2008 [CLP]
Hazard pictograms
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g
Corrosion (GHSO05) - Exclamation mark (GHSO07)
Signal word
Danger

Hazard components for labelling
CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0
SODIUM HYDROXIDE ; CAS No. : 1310-73-2
Hazard statements

H318 Causes serious eye damage.
H315 Causes skin irritation.
H335 May cause respiratory irritation.
Precautionary statements
pP261 Avoid breathing dust/fume/gas/mist/vapours/spray.
P264 Wash ... thoroughly after handling.
P310 Immediately call a POISON CENTER/doctorl....
pP321 Specific treatment (see ... on this label).
P403+P233 Store in a well-ventilated place. Keep container tightly closed.
P405 Store locked up.

2.3 Other hazards

Adverse human health effects and symptoms

This product does not contain a substance that has endocrine disrupting properties with respect to humans as no
components meets the criteria.

Adverse environmental effects

This product does not contain a substance that has endocrine disrupting properties with respect to non-target
organisms as no components meets the criteria.

The substances in the mixture do not meet the PBT/vPVB criteria according to REACH, annex XIlII.
SECTION 3: Composition/information on ingredients

3.2 Mixtures
Hazardous ingredients
CALCIUM DIHYDROXIDE ; REACH No. : 01-2119475151-45-XXXX ; EC No. : 215-137-3; CAS No. : 1305-62-0

Weight fraction : 220-<25%
Classification 1272/2008 [CLP] : Eye Dam. 1 ; H318 Skin Irrit. 2 ; H315 STOT SE 3 ; H335
SODIUM HYDROXIDE ; REACH No. : 01-2119457892-27-XXXX ; EC No. : 215-185-5; CAS No. : 1310-73-2
Weight fraction : 20,5-<1%
Classification 1272/2008 [CLP] : Met. Corr. 1 ; H290 Skin Corr. 1A ; H314 Eye Dam. 1 ; H318
Specific Conc. Limits : Skin Corr. 1A ; H314: C > 5% e Eye Dam. 1 ; H318: C > 2 % e Skin Corr. 1B ; H314:

C 2> 2 % o Skin Corr. 1C; H314: C > 2 % e Eye Irrit. 2 ; H319: C > 0,5 % e Skin Irrit.
2;H315:C>20,5%

Additional information
For full text of Hazard- and EU Hazard-statements: see SECTION 16.

SECTION 4: First aid measures
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4.1 Description of first aid measures
General information
When in doubt or if symptoms are observed, get medical advice.
Following inhalation
In case of respiratory tract irritation, consult a physician.
In case of skin contact
After contact with skin, wash immediately with plenty of water and soap.
After eye contact

After contact with the eyes, rinse with water with the eyelids open for a sufficient length of time, then consult an
ophthalmologist immediately.

Following ingestion
Rinse mouth immediately and drink plenty of water. Call a physician in any case!
42 Most important symptoms and effects, both acute and delayed

After eye contact

The following symptoms may occur: Causes tears. Conjunctival redness.
Following inhalation

The following symptoms may occur: Irritation to respiratory tract

In case of skin contact

The following symptoms may occur: Causes skin irritation.

Following ingestion

The following symptoms may occur: None known.

43 Indication of any immediate medical attention and special treatment needed
Special treatment

In case of accident or unwellness, seek medical advice immediately (show directions for use or safety data sheet if
possible).
No special measures are necessary.

SECTION 5: Firefighting measures

5.1 Extinguishing media
Suitable extinguishing media
Foam Carbon dioxide (CO2) Dry extinguishing powder Water mist spray application
Unsuitable extinguishing media
Full water jet
5.2 Special hazards arising from the substance or mixture
Hazardous combustion products

Hydrocarbons In case of fire may be liberated: Nitrogen oxides (NOx) Carbon monoxide Carbon dioxide (CO2)
Hydrocarbons

5.3 Advice for firefighters

Special protective equipment for firefighters
Use suitable breathing apparatus.

54 Additional information
Do not allow run-off from fire-fighting to enter drains or water courses.

SECTION 6: Accidental release measures
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6.1 Personal precautions, protective equipment and emergency procedures
Avoid dust formation. Use personal protection equipment. Remove all sources of ignition.

6.2 Environmental precautions
Do not allow to enter into surface water or drains.

6.3 Methods and material for containment and cleaning up

Take up mechanically.
6.4 Reference to other sections

Safe handling: see section 7 Personal protection equipment: see section 8

SECTION 7: Handling and storage

7.1 Precautions for safe handling
Protective measures

It is recommended to design all work processes always so that the following is excluded: Inhalation of dust/particles

Skin contact Eye contact

7.2 Conditions for safe storage, including any incompatibilities
Keep the packing dry and well sealed to prevent contamination and absorbtion of humidity.

Hints on joint storage
Storage class (TRGS 510) : 11

7.3 Specific end use(s)
Observe technical data sheet.

SECTION 8: Exposure controls/personal protection

8.1 Control parameters
Occupational exposure limit

values

CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0

Limit value type (country of origin) :

TRGS 900 (D)

Parameter : E: inhalable fraction
Limit value : 1 mg/m3
Remark : Y
Version : 12.06.2023
Limit value type (country of origin) : STEL (EC)
Limit value : 4 mg/m?3
Version : 09.03.2022
Limit value type (country of origin) : TWA (EC)
Limit value : 1 mg/m?
Version : 09.03.2022

GENERAL LIMIT VALUE FOR DUST
Limit value type (country of origin) :

TRGS 900 (D)

Parameter : A: respirable fraction
Limit value : 1,25 mg/m3
Peak limitation : 2(11)
Version : 12.06.2023
Limit value type (country of origin) : TRGS 900 (D)
Parameter : E: inhalable fraction
Limit value : 10 mg/m3
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Peak limitation : 211
Version : 12.06.2023
DNEL-/PNEC-values
DNEL/DMEL
CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0
Limit value type : DNEL/DMEL (Consumer)
Exposure route : Inhalation
Exposure frequency : Short-term
Limit value : 4 mg/m?3
Limit value type : DNEL/DMEL (Consumer)
Exposure route : Inhalation
Exposure frequency : Long-term
Limit value : 1 mg/m?3
Limit value type : DNEL worker (local)
Exposure route : Inhalation
Exposure frequency : Short-term
Limit value : 4 mg/m?3
Limit value type : DNEL worker (local)
Exposure route : Inhalation
Exposure frequency : Long-term
Limit value : 1 mg/m3
SODIUM HYDROXIDE ; CAS No. : 1310-73-2
Limit value type : DNEL worker (local and systemic)
Exposure route : Inhalation
Exposure frequency : Long-term
Limit value : 1 mg/m?
PNEC
CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0
Limit value type : PNEC (Aquatic, freshwater)
Exposure route : Water (Including sewage plant)
Limit value : 0,49 mg/l
Limit value type : PNEC (Aquatic, marine water)
Exposure route : Water (Including sewage plant)
Limit value : 0,32 mg/l
Limit value type : PNEC (Soil)
Exposure route : Soil
Exposure time : Long-term
Limit value : 1080 mg/kg dw
Limit value type : PNEC (Sewage treatment plant)
Exposure route : Water (Including sewage plant)
Limit value : 3 mg/l
8.2 Exposure controls
Personal protection equipment
When using do not eat, drink, smoke, sniff. Keep away from food, drink and animal feeding stuffs.
Eye/face protection
Eye glasses with side protection
Skin protection
Hand protection
Suitable gloves type : NBR (Nitrile rubber)
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Breakthrough time :
> 480 min

Thickness of the glove material : >= 0,4 mm

Additional hand protection measures : Rub greasy ointment into the skin. Barrier creams are not substitutes for
body protection.

Body protection
Body protection: not required.

Respiratory protection
In the case of dust emission, use a dust mask (filter class P2).

SECTION 9: Physical and chemical properties

9.1 Information on basic physical and chemical properties
Safety characteristics

Colour: yellowish
Odour: soap-like
Physical state: solid

Specific gravity: 550 - 650 kg/m®

Melting point/freezing point : (1013 hPa) not determined
Freezing point : not determined
Boiling point/range: (1013 hPa) not determined
Decomposition temperature : (1013 hPa) not determined
Flash point: > 200 °C
Auto-ignition temperature : not determined
Flammable solids : Not determined.
Oxidising solids : not determined.
Lower explosion limit: 60 g/m?
Upper explosion limit : not determined
Explosive properties : not determined.
Vapour pressure : (50°C) not determined
Solvent separation test : (20°C) not determined
Solubility in water: (20°C) soluble

pH: (20°C/10g/) not determined

log P O/W : not determined
Viscosity : (20°C) not determined
Odour threshold : not determined
Relative vapour density : (20°C) not determined

Vapourisation rate :
Particle size :

not determined

not determined
9.2 Other information

This product contains a certain percentage of pure organic substance [stearate] which has a lower explosion limit of 30
gr/m3. The value for Lower Explosion Limit is determined by examination of typical TRAXIT-Dry Lubricant.

SECTION 10: Stability and reactivity

10.1 Reactivity

No information available.
10.2 Chemical stability

The product is stable under storage at normal ambient temperatures.
10.3 Possibility of hazardous reactions
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Reaction with: Reducing agent, strong.
104 Conditions to avoid
See section 5.
10.5 Incompatible materials
Reducing agent, strong.

10.6 Hazardous decomposition products
Thermal decomposition can lead to the escape of irritating gases and vapours. See section 5.

SECTION 11: Toxicological information

11.1 Information on hazard classes as defined in Regulation (EC) No 1272/2008

Acute toxicity
No information available.
Acute oral toxicity

Parameter : LD50 ( CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0)
Exposure route : Oral
Species : Rat
Effective dose : > 2000 mg/kg

Acute dermal toxicity

Parameter : LD50 ( CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0 )
Exposure route : Dermal
Species : Rabbit
Effective dose : > 2500 mg/kg

Corrosion

Skin corrosion/irritation
Causes skin irritation.
Serious eye damage/eye irritation
Causes serious eye damage.
Respiratory or skin sensitisation
No information available.
CMR effects (carcinogenicity, mutagenicity and toxicity for reproduction)
Carcinogenicity
No information available.
Germ cell mutagenicity
No information available.
Reproductive toxicity
No information available.
STOT-single exposure
May cause respiratory irritation.

STOT SE 3
Parameter : STOT SE 3 ( CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0)
Exposure route : Inhalative
Effective dose : 36 mg/kg bw/day

STOT-repeated exposure
No information available.
Aspiration hazard
No information available.

Page:7/10

V/i
IKLUBER
(EN/D) abrandof LUBRICATION




Safety Data Sheet
according to Regulation (EC) No. 1907/2006 (REACH) I

WIRE LUBRICATION

Trade name : 2889
Revision date : 20.11.2024 Version (Revision) : 3.2.1(3.2.0)
Print date : 05.12.2024

11.2 Information on other hazards

Endocrine disrupting properties

This product does not contain a substance that has endocrine disrupting properties with respect to humans as no
components meets the criteria.

Other adverse effects
No information available.

SECTION 12: Ecological information

12.1 Toxicity
Aquatic toxicity
No information available.
Acute (short-term) fish toxicity

Parameter : LC50 ( CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0 )
Species : Fish
Evaluation parameter : Chronic (long-term) fish toxicity
Effective dose : 50,6 mgl/l
Exposure time : 96 h

Parameter : EC50 ( SODIUM HYDROXIDE ; CAS No. : 1310-73-2)
Species : Daphnia pulex (water flea)
Effective dose : 40,4 mg/l
Exposure time : 48 h

Chronic (long-term) fish toxicity

Parameter : NOEC ( CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0)
Species : Daphnia magna (Big water flea)
Evaluation parameter : Chronic (long-term) fish toxicity
Effective dose : 32 mgl/l
Exposure time : 14D

Parameter : NOEC ( CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0)
Species : Algae
Evaluation parameter : Chronic (long-term) toxicity to aquatic invertebrate
Effective dose : 48 mgl/l
Exposure time : 72h

Acute (short-term) toxicity to algae and cyanobacteria

Parameter : EC50 ( CALCIUM DIHYDROXIDE ; CAS No. : 1305-62-0)
Species : Daphnia magna (Big water flea)
Evaluation parameter : Chronic (long-term) fish toxicity
Effective dose : 49,1 mg/l
Exposure time : 48 h

12.2 Persistence and degradability
No information available.
12.3 Bioaccumulative potential
No information available.
12.4 Mobility in soil
No information available.
12.5 Results of PBT and vPvB assessment
The substances in the mixture do not meet the PBT/vPvB criteria according to REACH, annex XIII.
12.6 Endocrine disrupting properties
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This product does not contain a substance that has endocrine disrupting properties with respect to non-target organisms
as no components meets the criteria.

12.7 Other adverse effects
No information available.

12.8 Additional ecotoxicological information
See section 5.

SECTION 13: Disposal considerations

13.1 Waste treatment methods

Dispose of waste according to applicable legislation.
The completely emptied bags can be classified under the REPA System, group 4. It concerns paperbags with plastic
inlet.

Directive 2008/98/EC (Waste Framework Directive)
Additional information
None

SECTION 14: Transport information

14.1 UN number or ID number

No dangerous good in sense of these transport regulations.
14.2 UN proper shipping name

No dangerous good in sense of these transport regulations.
143 Transport hazard class(es)

No dangerous good in sense of these transport regulations.
14.4 Packing group

No dangerous good in sense of these transport regulations.
145 Environmental hazards

No dangerous good in sense of these transport regulations.
14.6 Special precautions for user

None
14.7 Maritime transport in bulk according to IMO instruments

No dangerous good in sense of these transport regulations.

SECTION 15: Regulatory information

Safety, health and environmental regulations/legislation specific for the substance or
mixture
EU legislation
Authorisations and/or restrictions on use
Restrictions on use
Regulation (EC) No. 1907/2006 (REACH), Annex XVII (restrictions)
Use restriction according to REACH annex XVII, no.: 75
National regulations
Water hazard class
Classification according to AwSV - Class: 1 (Slightly hazardous to water)
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15.2 Chemical Safety Assessment

No information available.

SECTION 16: Other information

16.1

16.2

16.3

16.4

16.5

16.6

16.7

Indication of changes
15. Restrictions on use - 15. Water hazard class
SECTION 2: Hazards identification SECTION 3: Composition/information on ingredients SECTION 4: First aid measures
SECTION 7: Handling and storage SECTION 8: Exposure controls/personal protection SECTION 10: Stability and
reactivity SECTION 11: Toxicological information SECTION 12: Ecological information SECTION 15: Regulatory
information
Abbreviations and acronyms
None
Key literature references and sources for data
None
Classification for mixtures and used evaluation method according to regulation (EC) No
1272/2008 [CLP]
No information available.
Relevant H- and EUH-phrases (Number and full text)

H290 May be corrosive to metals.
H314 Causes severe skin burns and eye damage.
H315 Causes skin irritation.
H318 Causes serious eye damage.
H335 May cause respiratory irritation.
Training advice
None
Additional information
None

The above information describes exclusively the safety requirements of the product and is based on our present-day
knowledge. The information is intended to give you advice about the safe handling of the product named in this safety data
sheet, for storage, processing, transport and disposal. The information cannot be transferred to other products. In the case of
mixing the product with other products or in the case of processing, the information on this safety data sheet is not necessarily
valid for the new made-up material.
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