
Technical Data Sheet

CETAL EP 0

Description
CETAL EP 0 is a very fluid lubricant grease, formulated with particular additives in order to resist to extreme
pressure and to be particularly adhesive. Thanks to its special formulation, this product can be used at huge
temperature range up to 250°C (dry lubricant film).

Use / application
CETAL EP 0 is particularly suitable for lubrication of large gear wheels and transmissions typically used in rotary
furnaces, mills, mixers and other applications in cement industry, ceramic production and similar applications. This
high performance product is also successfully used for the running-in and/or lubrication of medium-small crown
pinion transmissions. CETAL EP 0 is the ideal product for the lubrication of couplings and gear wheels where
provides, even at elevated working temperatures, protection from wear increasing considerably the reliability of the
whole application.

Properties
- very strong adhesiveness
-extremely resistant to mechanical load, pressure and vibrations
-resistance at elevated working temperatures out of ordinary
-extremely strong lubricating film
-outstanding wear protection and protection against corrosion
-very good water resistance

Specifications
OGPF 0 S-20

Technical Data
Thickener alu-complex

Classification DIN 51502 OGPF 0 S-20

NLGI consistency class 0

Working temperature °C -20/+200

Max. operating temeprature (dry film) °C +250

Color black

Drop point ISO 2176 °C 240

Copper corrosion ASTM D4048 degree 0

Corrosion protection (Emcor Test) DIN 51802 degree 0

Four-ball test (welding load) ASTM D2596 N 7000

FZG Gear test (A/2.8/90) (load stage) DIN 51354 12

Worked penetration ISO 2137 1/10 mm 355/385

Base oil viscosity at 40°C ASTM D445 mm²/s ca.1000

Water resistance DIN 51807 T1 degree 0-90
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