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KlUbersynth LM 8-22

Low-viscosity, high-performance hydraulic oil
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Your benefits at a glance

¢ Consistent performance due to outstanding viscosity-temperature behaviour

e For operation in a wide temperature range
e Applicable at very low temperatures
e Demulsifying long-life oil

Your requirements - our solution

As an operator of hydraulic systems, you look for products that offer
best performance in your plant under varying conditions. Klibersynth
LM 8-22 is a specific solution for hydraulic systems. It can be used
for indoor and outdoor installations and is able to withstand large
temperature variations.

This hydraulic oil is engineered to enhance equipment reliability and
longevity, offering superior wear and corrosion protection to reduce
maintenance and downtime. Its high viscosity index and low pour
point enable optimal performance across a wide temperature range,
while excellent air release and foam resistance improve system
efficiency. Additionally, its rapid water separation and compatibility
with seals support smooth operation and helps minimise the risk of
damage or contamination.

Application

Kllbersynth LM 8-22 has been specifically developed for the
lubrication of hydraulic systems. Due to its high stability and high
viscosity index, Klibersynth LM 8-22 can be used for hydraulic

Characteristics

systems that work in areas with strongly fluctuating temperatures.
The hydraulic oil can be used in e.g. cable cars, presses, forklifts,
construction machinery, agricultural machinery, mobile and handling
equipment, etc.

Application notes

Klibersynth LM 8-22 uses high-quality base oils and provides
effective additives with a high level of wear protection.

Klibersynth LM 8-22 is miscible with mineral oil-based hydraulic
fluids. However, as it is very application-specific, we recommend
avoiding mixing with other lubricants, in order to have proper
performance. We therefore recommend cleaning the oil circuit
thoroughly before applying Klibersynth LM 8-22 oils for the first
time.

Material safety data sheets

Material safety data sheets can be requested via our website
www.klueber.com. You may also obtain them through your contact
person at Kliber Lubrication.

Kliibersynth LM 8-22

Article number 031053
Appearance clear
Colour space yellow

Density, DIN 51757, 20°C

approx. 0.841 g/cm3

Flash point, DIN EN ISO 2592, Cleveland open cup

> 135°C

Kinematic viscosity, DIN EN ISO 3104 / DIN 53000-1, based on standard / ASTM D445 /

ASTM D7042, 100°C

approx. 7.2 mm2/s

Kinematic viscosity, DIN EN ISO 3104 / DIN 53000-1, based on standard / ASTM D445 /

ASTM D7042, 40°C

approx. 22 mm2/s
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Kliibersynth LM 8-22

Viscosity index, DIN ISO 2909

v

301

Pour point, DIN ISO 3016, ASTM D97, ASTM D5950, ASTM D7346

-48 °C
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Kluber Lubrication — your global specialist

Innovative tribological solutions are our passion. Through personal
contact and consultation, we help our customers to be successful
worldwide, in all industries and markets. With our ambitious technical
concepts and experienced, competent staff we have been fulfiling
increasingly demanding requirements by manufacturing efficient high-
performance lubricants for more than 95 years.
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Kltiber Lubrication M{inchen GmbH & Co. KG /
GeisenhausenerstraBe 7 / 81379 Munchen / Germany /
phone +49 89 7876-0 / fax +49 89 7876-333.

The data in this document is based on our general experience and knowledge at the time of
publication and is intended to give information of possible applications to a reader with technical
experience. It constitutes neither an assurance of product properties nor does it release the user
from the obligation of performing preliminary field tests with the product selected for a specific
application. All data are guide values which depend on the lubricant's composition, the intended
use and the application method. The technical values of lubricants change depending on the
mechanical, dynamical, chemical and thermal loads, time and pressure. These changes may
affect the function of a component. We recommend contacting us to discuss your specific
application. If possible we will be pleased to provide a sample for testing on request. Kllber
products are continually improved. Therefore, Kliber Lubrication reserves the right to change all
the technical data in this document at any time without notice.
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